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Key Features

Micro-format, quarter-rack chassis with
surface mount brackets included

PoE powered with optional external PSU for
optimal flexibility and redundancy

Modular card frame with up to eight (8) I/O cards. 
Flexibility for any card type, in any card slot, in any order

Built in 4x4 Dante networked audio and AES67-compliant

Software-activated HearClear™ AEC license, providing
eight channels at 250ms, or 16 channels at 100ms delay

Guaranteed under the Xilica Five Year Limited Warranty 

Solaro QR1 

A lot of power, a little size. Enter Solaro QR1 — allowing discreet, low-profile applications to benefit from the 
exceptional audio quality of a quarter-rack-width processor.

With outstanding performance delivered through a dual-core Linux® backbone, Solaro QR1 guards sound quality 
as its number one priority. Add high-fidelity microphone pre-amps, a 40-bit floating point DSP engine, and a 
sampling rate of 48kHz: Solaro QR1 lives up to even the most demanding, listener-led applications.
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Integrated control engine for control of thirdparty
products and ecosystem partners over

Ethernet, with built-in Lua scripting
Control by Xilica XTouch touch controls, Lucia
wall panels, or by PC, Mac, iOS and Android

Expertly-designed modules for third-party control
systems, including Crestron® and AMX®

Configured and commissioned through Xilica Designer,
the industry’s first cross-platform SP configuration
software that works natively on both Windows and Mac. 

  • 

• 

• 

• 
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Key Features

XC-SML: Two-Channel Analog Audio Input Card
The XC-SML is a two-channel audio input card for analog signals, 

complete with 48V Phantom power, switchable per channel. It features 

high-quality mic pre-amps as standard, alongside selectable microphone 

gain and line. The XC-SML is equipped with 32-bit analog to digital 

converters.

XC-SLO: Two Channel Analog Audio Output Card
The XC-SLO is a two-channel audio output card for analog signals, 

complete with high-quality 32-bit digital to analog converters.

XC-SDA: Two Channel AES/EBU I/O Card
The XC-SDA is a two-channel digital audio I/O card which features 

selectable AES/EBU as input or output (per card).

XC-SUB: Two Channel USB I/O Card
The XC-SUB is a two-channel USB audio I/O card which features two 

inputs plus two outputs (per card).

Solaro I/O Option Cards

The Solaro Series of modular digital signal processors is completely card-based. No wasted I/Os, no wasted budget. 
Simply pick-and-mix your chosen card configuration, and get busy.
 

 

  

 

 

 
 

 
 

XC-SGP: Four Channel GPIO Card
The XC-SGP is a four channel GPIO card, with channels selectable as 

input or output (per card).

XC-S2R: Two Channel Relay Output Card
The XC-S2R is a two-channel relay card with NO, NC and Common 

contact terminals per circuit.

XC-CTODN: Solaro FR1 Optional User-Installed Dante™ Module
For Solaro FR1 products only, Xilica offers the XC-CTODN module, 

giving integrators 64×64 send/receive Dante capabilities. Solaro QR1 

ships with a 4×4 Dante module as standard, factory-installed. XIO 8 

features a 4×4 Dante module by default, whilst XIO 16 offers 32×32 as 

standard.
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Key Features

Deliver lower cost per input, and advanced
system configurations with card-slot based
expansion frames

Bring expansion frames directly into specific
rooms, creating new overflow capabilities and
signal transportation across a facility

Accept common Solaro Series I/O option cards,
including two-channel analog audio in, analog
audio out and AES/EBU

Expand a system’s Dante capabilities with either
4x4 or 32x32 send/receive Dante transmission

Solaro XIO

Making systems scalable. That’s the job of the Solaro XIO: the next-generation of Input/Output Expansion Frames from Xilica.

Available models: XIO 8 and XIO 16
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XIO’s drag & drop Xilica Designer software for
PCandMacisusedtoconfigureDSPfunctionality,
the modular I/O card configuration and the XIO’s
programmable remote controls

Solaro XIO can be controlled via Ethernet using
the Xilica Designer software GUI; the optional
new XTouch50 and XTouch80 programmable
touch controls; iOS and Android devices via our
free XTouchApp; and with any third-party control
system (Crestron, AMX, others)

  • 

• 
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Key Features

Product range designed around drag-and-drop
simplicity, allowing users the ability to quickly
configure the precise DSP system required by a
customer

Features a range of I/O combinations to maximise
choice and reduce unnecessary spend, including
8x8, 8x16, 16x8 and 16x6 - all with individual
terminal block connections to permit rapid
installation

Available factory-installed option cards include
bi-directional Dante networking, AES/EBU digital
audio via a DB25 connector, and eight channels
of low-latency AEC

Neutrino with Dante

A winning combination of audio performance, ease of use and cost- efficiency is offered by the popular Neutrino digital signal 
processors, comprising DHCP enabled units available in four primary I/O model sizes.

Available models: A0808-N, A0816-N, A1608-N, A1616-N
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Neutrino products can be controlled and
programmed over Ethernet using the Xilica
Designer software, which allows universal
programming of Dante-enabled products from
manufacturers including Bose, Powersoft,Yamaha
and others

Neutrino connects to a wide range of control
interfaces, including: its own browser-based
control panel; the XTouchApp iOS and Android
app; wired XTouch50 and XTouch80 controls;
Mini series wall controls; GPIO custom I/O; and
third-party control systems such as Crestron and AMX

  • 

• 

 

 
 

 
 

A winning combination of audio performance, ease of use and cost- ef�ciency 
is offered by the popular Neutrino digital signal processors, comprising DHCP-
enabled units available in four primary I/O model sizes.

• Product  range  designed  around  drag-and-drop  
simplicity,  allowing  users  the ability  to quickly  

 the precise  DSP  system  required  by a 
customer

• Features  a range  of I/O  combinations  to maximise  
choice  and  reduce  unnecessary  spend,  including   
8x8,  8x16,  16x8  and  16x6  - all  with individual  
terminal  block  connections  to permit  rapid  
installation

• Available  factory-installed  option  cards  include  
bi-directional  Dante  networking,  AES/EBU  digital  
audio  via a DB25  connector,  and  eight  channels  
of  low-latency  AEC

• Neutrino  products  can  be  controlled  and  
programmed  over  Ethernet  using  the Xilica  
Designer  software,  which  allows  universal  
programming  of  Dante-enabled  products  from  
manufacturers  including  Bose,  Powersoft,  Yamaha  
and  others

• Neutrino  connects  to a wide  range  of  control  
interfaces,  including:  its own browser-based  
control  panel;  the XTouchApp  iOS  and  Android  
app;  wired  XTouch50  and  XTouch80  controls;  
Mini  series  wall  controls;  GPIO  custom  I/O;  and  
third-party  control  systems  such  as  Crestron  and  
AMX

Open-Architecture  DSP

Engineer’s Specification
Model  versions  shall  provide  eight  (8)  or  sixteen  (16)  balanced  
analog  mic/line  inputs  with 48V  switchable  Phantom  power,  
alongside  eight  (8)  or  sixteen  (16)  balanced  line  outputs  
(models  A0808,  A0816,  A1608,  and  A1616).  Processing  is from  
a 24-bit  A/D  & D/A  converters  and  40-bit   point  DSP,  
with 48kHz  sample  rate.  The  front  panel  shall  include  a 2x24  
backlit  LCD  display,  switch  and  thumb  wheel  programming  
controls,  power  and  network  LEDs,  and  input/output  LED  
level  indicators.  Audio  connections  shall  be  accessed  via rear  
panel  3.5mm  individual  terminal  block  connectors.  Network  
audio  expansion  shall  be  provided  in Neutrino-N  models  by 
the Dante™  protocol  with a capacity  of  32  (16×16)  channels.  
The  connector  shall  be  1000  Base-T  RJ45  utilizing  CAT6  cable.   

AEC  and  AES/EBU  audio  I/O  expansion  shall  be  provided  
by Neutrino-AEC  and  Neutrino-D  model  versions.  Available  
DSP  components  shall  include  (but  not be  limited  to) various  
forms  of:  mixers,  equalizers,   crossovers,  dynamics/gain  
controls,  routers,  room  combiners,  delays,  remote  controls,  
meters,  and  onboard  logic.  The  processor  shall  include  a 4x2  
General  Purpose  Input  and  Output  connection  (GPIO)  for  
sending  or  receiving  GPIO  signals.   All  program  memory  shall  
be  non-volatile  and  provide  program  security  should  power  
fail.  The  processors  shall  be  ETL  marked  and  comply  with UL/
CSA/CE  safety  requirements,  FCC  emission  requirements,  and  
shall  be  compliant  with the RoHS  directive.  Warranty  shall  be  
2 years  parts  and  labor.  The  DSP  shall  be  the Neutrino  Series.
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Power supply: standard POE / POE +

Supply voltage: 37V-57V

Output power: POE 10W / POE + 20W

Frequency response (-3dB): 85Hz-17KHz

Sound pressure level output (-6dB): 110dB / 

aes continuous; 113dB / peak

Coverage angle: horizontal / vertical 90 ° / 90 °

Input jack: RJ45 

Dimension(WxDxH): 132 mm x 160 mm x 236mm

Weight: 2.93kg

Accessories: wall bracket
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Specifications

Input impedance: >10k Ohms

Output impedance: 50 Ohms

Maximum level: +20dBu

Mic/Line Mic: (+40dB gain)/Line (0dB)

Type: Electronically balanced w/ 48V Phantom power

Frequency response: +/-0.15dB (20 to 20kHz)

Dynamic range: 110dB typ (unweighted)

CMRR: >50dB @ 1kHz

Crosstalk: <-110dB @ 1kHz

Distortion: 0.002% (1kHz @ +4dBu)

Rio R1616-N

Xilica offers extensive support for the networking technology in its range. For example, the Rio Series of Dante-enabled I/O 
interfaces can be used to provide additional flexibility not only for the Danteenabled Neutrino-N and Uno-N processor models, 
but also as standalone interface devices with other Dante-enabled brands. When the Rio Series is used in conjunction with 
Neutrino-N and Uno-N processors, the user has the advantage of being able to configure and manage all Dante devices from 
within the Xilica Designer software, removing the need to run separate Dante Controller software.

The R1616-N is a full size, 1RU, 19”rack-mount Dante interface providing 16×16 I/O channels of Dante network audio and 16×16 
I/O channels of analog audio on Phoenix connectors.
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Processor: 40-bit Floating point

Sampling rate: 48kHz

Analog converters: High-performance 24-bit

Connectors: Phoenix connectors, RJ45 Ethernet,

RJ45 Dante®, IEC power socket

Power: 90-240 VAC (50-60Hz)

Dimensions: 19”x1.75”x9”(483x44x229mm)

Rack mount: 1RU, with vent between units

Weight: 11lbs / 5kg

Warranty: 2 years parts and labor

  • 

• 

• 

• 

• 

• 
• 

• 

• 

 

 
 

 
 

CHECKMATE
Checkmate is a professional 1U single USB/BlueTooth media player, 

it is the best solution for playing MP3/WAV/WMA music files from

USB, SD-card, listening to your favourite FM radio stations.

Key Features
• Compact 1u low noise audio design

• FM tuner with 6 presets

• USB/SD mp3 card player

• Repeat 1, repeat all or shuffle songs

• 2 separate RCA outputs for Player and Tuner

• 1 combined RCA output with rotary balance level control 

N EWNEW

This Professional 19 Quality Stereo DAB+ and FM RDS Tuner enables 

clean reception of more than 30 digital (Dutch) DAB+ or FM Free to 

Air stations. Listen to your favourite stations at their DIGITAL best with

DAB FM…

Power input Both 220/AC max 45 watt / or 12-14.5v/ DC @170mA max

N EWNEW

NEW

 

DAB FM
This Professional 19 Quality Stereo DAB+ and FM RDS Tuner enables 

clean reception of more than 30 digital (Dutch) DAB+ or FM Free to 

Air stations. Listen to your favourite stations at their DIGITAL best with

DAB FM…

Key Features
• Crystal Clear digital radio reception

• 

• Store up to 40 presets on DAB+ and FM stations

• Showing actual Time and Date in Standby

• Built-in Alarm Radio and Sleep Timer 

• FM range 87.50 -108Mhz in 5Khz steps 

• 

• Power input Both 220/AC max 45 watt / or 12-14.5v/ DC @170mA max

• 3.5MM Stereo input for audio source

MEDIA PLAYERS / TOOLS
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Specifications

Input impedance: >10k Ohms

Output impedance: 50 Ohms

Maximum level: +20dBu

Mic/Line: Mic(+40dB gain)/Line (0dB)

Type: Electronically balanced w/ 48V Phantom power

Frequency response: +/-0.15dB (20 to 20kHz)

Dynamic range: 110dB typ (unweighted)

CMRR: >50dB @ 1kHz

Crosstalk: <-110dB @ 1kHz

Distortion: 0.002% (1kHz @ +4dBu)

Rio R1616-NX

Xilica offers extensive support for the networking technology in its range. For example, the Rio Series of Dante-enabled I/O 
interfaces can be used to provide additional flexibility not only for the Danteenabled Neutrino-N and Uno-N processor models, 
but also as standalone interface devices with other Dante-enabled brands. When the Rio Series is used in conjunction with 
Neutrino-N and Uno-N processors, the user has the advantage of being able to configure and manage all Dante devices from 
within the Xilica Designer software, removing the need to run separate Dante Controller software.

The R1616-NX is a full size, 2RU, 19”rack-mount Dante interface providing 16×16 I/O channels of Dante network audio and 
16×16 I/O channels of analog audio on XLR I/O connections.
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Processor: 40-bit Floating point

Sampling rate: 48kHz

Analog converters: High-performance 24-bit

Connectors: XLR, RJ45 Ethernet, RJ45 Dante®, IEC power socket

Power: 90-240 VAC (50-60Hz)

Dimensions: 19”x3.5”x12”(483x89x305mm)

Rack mount: 2RU, with vent between units

Weight: 15lbs / 6.8kg

Warranty: 2 years parts and labor

  • 

• 

• 

• 
• 

• 

• 
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DAB FM
This Professional 19 Quality Stereo DAB+ and FM RDS Tuner enables 

clean reception of more than 30 digital (Dutch) DAB+ or FM Free to 

Air stations. Listen to your favourite stations at their DIGITAL best with

DAB FM…

Key Features
• Crystal Clear digital radio reception

• 

• Store up to 40 presets on DAB+ and FM stations

• Showing actual Time and Date in Standby

• Built-in Alarm Radio and Sleep Timer 

• FM range 87.50 -108Mhz in 5Khz steps 

• 

• Power input Both 220/AC max 45 watt / or 12-14.5v/ DC @170mA max

• 3.5MM Stereo input for audio source

MEDIA PLAYERS / TOOLS

CHECKMATE
Checkmate is a professional 1U single USB/BlueTooth media player, 

it is the best solution for playing MP3/WAV/WMA music files from

USB, SD-card, listening to your favourite FM radio stations.

Key Features
• Compact 1u low noise audio design

• FM tuner with 6 presets

• USB/SD mp3 card player

• Repeat 1, repeat all or shuffle songs

• 2 separate RCA outputs for Player and Tuner

• 1 combined RCA output with rotary balance level control 

N EWNEW

This Professional 19 Quality Stereo DAB+ and FM RDS Tuner enables 

clean reception of more than 30 digital (Dutch) DAB+ or FM Free to 

Air stations. Listen to your favourite stations at their DIGITAL best with

DAB FM…

Power input Both 220/AC max 45 watt / or 12-14.5v/ DC @170mA max

N EWNEW

NEW
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Specifications

Input impedance: >10k Ohms

Output impedance: 50 Ohms

Maximum level: +20dBu

Mic/Line: Mic(+40dB gain)/Line (0dB)

Type: Electronically balanced w/ 48V Phantom power

Frequency response: +/-0.15dB (20 to 20kHz)

Dynamic range: 110dB typ (unweighted)

CMRR: >50dB @ 1kHz

Crosstalk: <-110dB @ 1kHz

Distortion: 0.002% (1kHz @ +4dBu)

R22-P R44-P

The R22-P is a Dante-enabled interface device
within the Xilica Rio family of audio I/O expanders.
Rio products, although perfectly-paired with Xilica’s
Neutrino-N and Uno-N devices, may also be used
with any Dante-compatible product from other
manufacturers. The R22-P provides bi-directional
Dante audio transport in a small-format, remote
package.
The R22-P is a 1/4 rack-chassis size with Mic/Line
Input (switchable) and individual 48V Phantom
Power. The R22-P product differs from the R44-P, in
that it features a smaller I/O count - 2-in, 2-out.

The R44-P is a Dante-enabled interface device
within the Xilica Rio family of audio I/O expanders.
Rio products, although perfectly-paired with Xilica’s
Neutrino-N and Uno-N devices, may also be used
with any Dante-compatible product from other
manufacturers. The R44-P provides bi-directional
Dante audio transport in a small-format, remote
package.
The R44-P is a 1/4 rack-chassis size with Mic/Line
Input (switchable) and individual 48V Phantom
Power. The R44-P product differs from the R22-P, in
that it features a larger I/O count - 4-in, 4-out.
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Processor: 40-bit Floating point

Sampling rate: 48kHz

Analog converters: High-performance 24-bit

Connectors: Phoenix connectors, RJ45 Ethernet,

External PSU (included)

Power: External power (included) or PoE

Dimensions: 4 1/4”x1 3/4” x 4 3/4” (108x45x152mm)

Rack mount: Surface mount brackets (included)

Weight: 0.5lbs / 227grams

Warranty:  2 years parts and labor

  • 

• 

• 

• 

• 
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DAB FM
This Professional 19 Quality Stereo DAB+ and FM RDS Tuner enables 

clean reception of more than 30 digital (Dutch) DAB+ or FM Free to 

Air stations. Listen to your favourite stations at their DIGITAL best with

DAB FM…

Key Features
• Crystal Clear digital radio reception

• 

• Store up to 40 presets on DAB+ and FM stations

• Showing actual Time and Date in Standby

• Built-in Alarm Radio and Sleep Timer 

• FM range 87.50 -108Mhz in 5Khz steps 

• 

• Power input Both 220/AC max 45 watt / or 12-14.5v/ DC @170mA max

• 3.5MM Stereo input for audio source

MEDIA PLAYERS / TOOLS

CHECKMATE
Checkmate is a professional 1U single USB/BlueTooth media player, 

it is the best solution for playing MP3/WAV/WMA music files from

USB, SD-card, listening to your favourite FM radio stations.

Key Features
• Compact 1u low noise audio design

• FM tuner with 6 presets

• USB/SD mp3 card player

• Repeat 1, repeat all or shuffle songs

• 2 separate RCA outputs for Player and Tuner

• 1 combined RCA output with rotary balance level control 

N EWNEW

This Professional 19 Quality Stereo DAB+ and FM RDS Tuner enables 

clean reception of more than 30 digital (Dutch) DAB+ or FM Free to 

Air stations. Listen to your favourite stations at their DIGITAL best with

DAB FM…

Store up to 40 presets on DAB+ and FM stations

Showing actual Time and Date in Standby

Power input Both 220/AC max 45 watt / or 12-14.5v/ DC @170mA max

N EWNEW

MEDIA PLAYERS / TOOLS

NEW

www.interstateaudio.nl
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The R44-P is a Dante-enabled interface device
within the Xilica Rio family of audio I/O expanders.
Rio products, although perfectly-paired with Xilica’s
Neutrino-N and Uno-N devices, may also be used
with any Dante-compatible product from other
manufacturers. The R44-P provides bi-directional
Dante audio transport in a small-format, remote
package.
The R44-P is a 1/4 rack-chassis size with Mic/Line
Input (switchable) and individual 48V Phantom
Power. The R44-P product differs from the R22-P, in
that it features a larger I/O count - 4-in, 4-out.

 

 

 

 

 

 
 

Specifications

Input impedance: >10k Ohms

Output impedance: 50 Ohms

Maximum level: +20dBu

Mic/Line: Mic(+40dB gain)/Line (0dB)

Type: Electronically balanced w/ 48V Phantom power

Frequency response: +/-0.15dB (20 to 20kHz)

Dynamic range: 110dB typ (unweighted)

CMRR: >50dB @ 1kHz

Crosstalk: <-110dB @ 1kHz

Distortion: 0.002% (1kHz @ +4dBu)

R22-WP-X R22-WP-M

The R22-WP-X is a wall-mount Dante interface panel
within the Xilica Rio family of networked audio
products. The R22-WP-X provides a cost-effective
way to add two (2) I/O channels of bi-directional
Dante audio to an existing Dante-based network.
The R22-WP-X provides XLR analog I/O connections
only, alongside Mic/Line input, switchable 48V
Phantom power and separate status LED. The
product features a two-piece design with Decora
style faceplate, which snaps onto the main metal
body. Variants are available in all black, all white,
black/white and white/black.
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Processor: 40-bit Floating point

Sampling rate: 48kHz

Analog converters: High-performance 24-bit

Connectors: R22-WP-X: XLR, RJ45 Ethernet, External PSU

R22-WP-M: XLR, RCA, stereo 3.5mm, RJ45 Ethernet, External PSU 

Power:  External power (included) or PoE

Dimensions: 4.6”x4.6”x1.2” (117x117x30mm)

Rack mount: Surface mount backbox (included)

Weight: 1lbs / 0.5kg

Warranty: 2 years parts and labor

  • 

• 

• 

• 

• 

• 
• 

• 

• 

 

 
 

 
 

 

DAB FM
This Professional 19 Quality Stereo DAB+ and FM RDS Tuner enables 

clean reception of more than 30 digital (Dutch) DAB+ or FM Free to 

Air stations. Listen to your favourite stations at their DIGITAL best with

DAB FM…

Key Features
• Crystal Clear digital radio reception

• 

• Store up to 40 presets on DAB+ and FM stations

• Showing actual Time and Date in Standby

• Built-in Alarm Radio and Sleep Timer 

• FM range 87.50 -108Mhz in 5Khz steps 

• 

• Power input Both 220/AC max 45 watt / or 12-14.5v/ DC @170mA max

• 3.5MM Stereo input for audio source

MEDIA PLAYERS / TOOLS

The R22-WP-M is a wall-mount Dante interface
panel within the Xilica Rio family of networked audio
products. The R22-WP-M provides a cost-effective
way to add two (2) I/O channels of bi-directional,
Dante audio to an existing Dante-based network.
The R22-WP-M provides a mix of XLR, dual RCA
(L+R), and stereo 3.5mm (L+R) analog connections,
alongside switchable 48V Phantom power. The
product features a two-piece design with Decorastyle
faceplate, which snaps onto the main metal
body. Variants are available in all black, all white,
black/white and white/black.

CHECKMATE
Checkmate is a professional 1U single USB/BlueTooth media player, 

it is the best solution for playing MP3/WAV/WMA music files from

USB, SD-card, listening to your favourite FM radio stations.

Key Features
• Compact 1u low noise audio design

• FM tuner with 6 presets

• USB/SD mp3 card player

• Repeat 1, repeat all or shuffle songs

• 2 separate RCA outputs for Player and Tuner

• 1 combined RCA output with rotary balance level control 

N EWNEW

This Professional 19 Quality Stereo DAB+ and FM RDS Tuner enables 

clean reception of more than 30 digital (Dutch) DAB+ or FM Free to 

Air stations. Listen to your favourite stations at their DIGITAL best with

DAB FM…

Store up to 40 presets on DAB+ and FM stations

Showing actual Time and Date in Standby

Built-in Alarm Radio and Sleep Timer 

FM range 87.50 -108Mhz in 5Khz steps 

Power input Both 220/AC max 45 watt / or 12-14.5v/ DC @170mA max

3.5MM Stereo input for audio source

N EWNEW

MEDIA PLAYERS / TOOLS

NEW
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CHECKMATE
Checkmate is a professional 1U single USB/BlueTooth media player, 

it is the best solution for playing MP3/WAV/WMA music files from

USB, SD-card, listening to your favourite FM radio stations.

Key Features
• Compact 1u low noise audio design

• FM tuner with 6 presets

• USB/SD mp3 card player

• Repeat 1, repeat all or shuffle songs

• 2 separate RCA outputs for Player and Tuner

• 1 combined RCA output with rotary balance level control 

N EWNEW

This Professional 19 Quality Stereo DAB+ and FM RDS Tuner enables 

clean reception of more than 30 digital (Dutch) DAB+ or FM Free to 

Air stations. Listen to your favourite stations at their DIGITAL best with

DAB FM…

Store up to 40 presets on DAB+ and FM stations

Power input Both 220/AC max 45 watt / or 12-14.5v/ DC @170mA max

N EWNEW

MEDIA PLAYERS / TOOLS

NEW

www.interstateaudio.nl

 

 

 

 

 

 
 

Specifications

Models                                         CS342AN                      CS382AN                    CS3122AN                       CS404AN                CS408AN

Components:                      4x3" bass 3" treble        8x3" bass 4" treble        12x3" bass 3" treble             4x4"                          8x4"          

Freq.Resp. :                              110Hz-20KHz              110Hz-20KHz                110Hz-20KHz               90Hz-20KHz              90Hz-20KHz

Max SPL:                                        114dB                            119dB                            122dB                            118dB                          124dB

Cover:                                          90°× 40°                      90°× 40°                       90°× 40°                      120°× 90°                  120°× 90°

Power Amp:                                   250W                            500W                            500W                            500W                         500W

Power:                                                                                                                      90V-240VAC

Input:                                                                                                      Neutrik EtherCON x 1/PowerCON x 1

Color:                                                                                                                      Black/White

Accessories:                                                                                                          Wall / Hanger

W x D x H(mm):                  124 x 148 x 660           124 x 148 x 1072           124 x 148 x 1382        140 x 160 x790        140 x 160 x1340

Net Weight:                                     7kg                                11.8kg                              14.8kg                         8.9kg                          14.2kg

CSAN Active Column with Dante

 

  
 

 

 

 

 

 
  

 

 

 

 

 

While possessing Dante network, CSAN is compatible with any Dante media 
matrix and Dante interface boxes of Xilica. It is also be compatible with other 
brands with Dante protocol, digital microphone and media matrix through 
Solaro software for main connection and control.

Built-in, by Denmark, 2-channel active switching power supple, the speaker can 
possess two channels of 500W Class D amplifier. Its compact size allows the 
overall system to run more efficiently. In addition with integrated PFC function 
of the universal gain regulated power supple, making it safe and reliable.
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Specifications

Models                                                                                 X2000N                               X4000N                                 X1N               

Channels :                                                                          4 In 4 Out                               4 In 4 Out                               4 In 4 Out

Input Port :                                                                          RJ45*1                                      RJ45*1                                   RJ45*1

Output Port :                                                                    SpeakON * 4                         SpeakON * 4                             SpeakON * 4                      

Output power(1% THD+N, 1kHz @ 4Ω) :                          500W                                      1000W                                   2500W                

Output power(1% THD+N, 1kHz @ 8Ω ) :                          250W                                       500W                                   1750W

Total system efficiency(2 x 250W@ 8Ω ) :                         89%                                          89%                                       89%

Peak Output Current :                                                            30A                                          30A                                        30A

THD+N (1kHz @ 1W) :                                                          0.003%                                 0.003%                                   0.05%

Dynamic range :                                                                   120dB(A)                                120dB(A)                               120dB(A)

Idle Noise :                                                                           40µV(A)                                  40µV(A)                                110µV(A)

Output impedance (1kHz) :                                                14 mΩ                                       14 mΩ                                   11 mΩ

Main input voltage :                                                   90VAC – 240VAC                   90VAC – 240VAC                 90VAC – 240VAC 

Power Supply :                                                                 PowerCON*1                           PowerCON*1                        PowerCON*1

Standby consumption :                                                        0.3W                                          1.2W                                       6W

W x D x H(mm):                                                            483x388x88mm                     483x388x88mm                  483x469x88mm

Net Weight:                                                                              7.1kg                                       9.2kg                                       12.6kg

XPower 4CH with Dante

XPower interchanging 4 analog input to 1 Dante network input is our network version of the amplifier XPower-N (suffix N). 
Receives Dante output signal from Xilica’s Neutrino, Rio series or other Dante network devices.
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Specifications

Models                                                                                 CL4.0AN                                                           CL6.5AN              

Components :                                                         1 × 4” bass, 1 × 1” treble                                      1 × 6.5” bass, 1 × 1” treble

Freq. Resp. :                                                                         90 ±3dB                                                                     90 ±3dB        

Max SPL :                                                                                 104dB                                                                       105dB                   

Coverage :                                                                                 110°                                                                            120°                                           

Sensitivity :                                                                    110Hz－20KHz                                                            60Hz－20KHz

Imp :                                                                                          8Ω                                                                              8Ω 

AES :                                                                                          25W                                                                           30W

Connectors :    Input Port: Dante x1, Output Port: Phoenix x2 (can drive CHA,B output), CH A connects one speaker, CH B connects two speakers

Power Input :                                                                           POE                                                                             POE

Color :                                                                                      White                                                                         White

Hole for mounting :                                                               Φ180                                                                           Φ240

Dim.(mm) :                                                                Φ200 x 110                                                  Φ267 x 162

Net Weight :                                                                            2.25 kg                                                                        2.6 kg

 CL Dante Ceiling Speaker

The CL4.0 AN and CL6.5 AN added a Dante network audio input interface and POE-powered dual-channel Class D 2 x 45W amplifiers 
to them. Both of them can be controlled by Xilica Designer software, and paired with Neutrino, Uno, CM, MC series with Dante 
network audio media matrix. One CL6.5AN (or CL4.0AN) can drive the other three CL6.5 (or CL4.0) ceiling. Dante network can 
receive 2 channels of audio signal input, which can be used for left and right channel stereo mode. A network cable completes the 
control/audio/power part, providing audio integrators with cost-effective and simple solutions while also providing the sound 
quality that is not available in general background music speakers.

The design of the ceiling cabinet is convenient for concealed installation. The bottom metal structure box enhances the low 
frequency performance of the loudspeaker. It extends the lower limit of the low frequency to 60Hz. The CL4.0 and CL6.5 can 
select 100V/700V or 8Ω low resistance input through the switch. Light spray paint, with magnetic iron cover, easy to disassemble.

 

  
  

 
 

 

 
  

 

 
 

 

 

www.newhank.com www.newhank.com

MEDIA PLAYERS/TOOLS

www.newhank.com

-

Line Up  2020


